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General information

Con�dential

The information contained in this Proliner manual is intended solely for the use of your com-

pany. You are hereby noti�ed that any disclosure, copying, distribution or taking any action in 

reliance of the contents of this Proliner manual is strictly prohibited and may be unlawful.

Copyright

© All rights reserved. Apart from the legally laid down exceptions, no part of this publication 

may be reproduced, stored in an automated data bank, or made public in any shape or form, be 

it electronically, mechanically, by photocopying, �lming, or in any other manner, without prior 

written permission from Prodim International BV in Helmond (NL). 

Disclaimer

The in�uence of the operator on the measuring process is dominant, mak-

ing him fully responsible for accuracy and safety.  While using the Proliner he must  

ensure that no one is allowed near the cable or the control box while the pen is in use. Create 

a safe working environment before starting a measurement. Ensure the Proliner is positioned 

stable to prevent falling, never let go of the pen while measuring. Ensure no one is standing too 

close or walks through the measuring wire. A broken cable or dropped pen can cause rapid and 

unpredictable retraction of the cable which can severely injure anyone it might contact. Incor-

rect use might cause damage to the Proliner which is not covered under warranty, and could 

also cause damage to people or object, which is the user’s responsibility. 

We advise to make control measurements once in a while to ensure accuracy. 

The Proliner is a precision measuring machine.  Let only by Prodim trained personnel work with 

the Proliner. 

Recycling

Prodim International is proud to be an environmental friendly company. Therefore Prodim en-

courages it’s customers to send back all unnecessary old Prodim products so we are able to 

recycle and together we reduce the waste volume.

Content 

The manual might discuss or show content that is not available for your acquired Proliner con-

�guration. The content of this manual may change without notice. Any submission regarding 

the content of this manual can be sent to helpdesk@prodim-systems.com.

Proliner® is a registered brand name 

of Prodim International BV.
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Proliner CT USER MANUAL

SHOWN CONTENT

Depending on your speci�c Proliner con�guration some shown or discussed 

functions and options might not be available in your Proliner Solution. All 

grey highlighted functions in the screen shots are generic Proliner functions 

or options and therefore discussed in the Proliner User Manual.

INTERACTIVE MANUAL

This manual is an interactive PDF!

Save the �le to the computer and open it with a PDF reader to use all 

interactive features. Click on the  to open an example video of the 

function.  Indicates that there is not yet a video available for this 

function. Click here at all times to return to the index.



Proliner CT Manual               Copyright - Prodim International - 2018              Page 4

1. CT Software

1.1   Overview

Complete Technology 

CT module

The Proliner CT module is available as add-on software for all Proliner CS and IS devices 

and comes standard equipped in some con�gurations.

Pre-production

CT is not just editing, but also preparing production. Transform one measurement in several production pieces. 

Add cut- outs, pro�les and choice of material to your �le and create an output optimized for CNC use.

Connection between �eld and o�ce

The perfect tool to optimize the communication between on-site measuring and the o�ce. Production ready digital 

templates and all required (additional) information to accompany the CAD/CAM �le(s). The CT module contains all you 

need to avoid mistakes and loss of time and make the most out of the Proliner technology.

Main functionalities

1. Extra CAD functionalities

Speci�cally designed for all templating industries. Add dimensions and text labels in the measurement itself.

2. Cut outs

You can insert cutouts out of a customizable library, from a Proliner measurement of a cut out 

you have just digitized on the spot or insert a DXF or Proliner �le from an USB drive.

3. Pro�les

You can assign pro�les (edge �nishings) out of a customizable library. 

The pro�les are CAD and CAM software compatible, cutting down editing time and e�ort.

 

4. Material

Choice of material can be made from the customizable library and added to the measurement. 

5. Information (Project and Measurement)

Adding a layer of information dedicated to processing the measurement. 

Custom �elds can be easily set to �t all companies and procedures.

6. Worksheet (PDF Report)

An automatic generated worksheet containing all measured shapes and information generated as PDF Report. 

The ideal addition to the DXF �les, can be used for:

o Order con�rmation; in your administration.

o O�ce; as CAD �le.

o Production; as help to monitor cutting operations.
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1. CT Software

1.2   Settings

CT o�ers some extra functions and therefore extra settings. For CT users there are two extra tabs available 

within the general settings menu. 

Info

Within the info settings templates can be added or edited to customize the information forms for the report.

Click on any drop down menu to select a template to use, edit or remove. Import and export template con�gurations 

by clicking ‘import’ and ‘export’. Browse for a speci�c template (i.e. PDF template) by clicking the PDF template drop 

down menu, selecting browse and select your template.

Libraries

Within the libraries settings, libraries can be imported, activated or removed. Click on the drop down menu and select 

the library you want to use or delete. Import a library by clicking import and selecting a library from an inserted USB 

drive. Libraries are created using the Library module in the Factory software.

LIBRARIES

Libraries are created and managed using the Library module within the 

Factory software. Libraries may contain pro�les, cut outs and materials. Fol-

low the in-software instructions or read the Factory manual to learn how to 

create your customized library.
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Buttons in the on-screen dimensioning group are used to put visible data in your drawing. 

The dimensions will be shown on the PDF export. 

2. CT Editing

Radius Dimensioning

Line Dimensioning

Angle Dimensioning

Flat check

On-screen Dimensioning

SHOWN CONTENT

Depending on your speci�c Proliner con�guration some shown or discussed 

functions and options might not be available in your Proliner Solution.

Line Dimensioning

Puts horizontal, vertical and linear measurements on-screen.  

To Use: Touch the points to measure the distance between them. Touch where to put the dimensioning. 

Radius Dimensioning

Puts measurements of radii on-screen. 

To Use: Touch the radius required. Touch the area where to put the dimensioning.

Angle Dimensioning 

Puts measurements of angles on-screen.

To Use: Touch both lines making the angle. Touch the area where to put the dimensioning.

Flat check

Compares Z-lines (height) on multiple points at the same time and o�ers an overview with the results.

To Use: Select the points you would like to compare and press ‘view’ in the bottom of your screen.

2.1 Adding on-screen dimensioning

http://youtu.be/uh8Sf4BSjwI
http://youtu.be/uh8Sf4BSjwI
http://youtu.be/uh8Sf4BSjwI
http://youtu.be/uh8Sf4BSjwI
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Within the editing tools group two extra functions are available for CT users.

2. CT Editing

Pro�les

Add a pro�le to the pieces of your measurement.

To Use: In the pop-up menu, choose your pro�le and push ‘OK’. Select all elements (line, contour or layer) 

to assign the selected pro�le to. Used pro�les will be shown in an overview on the PDF worksheet.

Material

Add choice of material to your measurement.

To Use: In the pop-up menu, choose your material and push ‘OK’. Select all pieces to assign the 

selected material to. Choice of material will be shown in an overview on the PDF worksheet.

LIBRARY ITEMS

Libraries are created and managed using the Library module within the 

Factory software. Libraries may contain pro�les, cut outs and materials. 

Follow the in-software instructions or read the Factory manual to learn how 

to create your customized library.

2.2 Pro�les and Materials

Pro�les  Material

http://youtu.be/PS-3JMQyc1I
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Within the drawing tools group four extra functions are available for CT users.

2.3 Drawing functions

External Rectangle 

Bump-out Rectangle

Back splash

2. CT Editing

Bump-out 

Creates a bump-out of a speci�c dimension using any two points of the measurement.

To Use: Enter the desired distance in the box at the bottom of the screen. Select two points to serve as 

the diameter for the bump-out. Touch the screen to set the direction of the bump-out. 

Back splash

Creates back splash using any two points of the measurement.

To Use: Enter the desired height of the splash back in the box at the bottom of the screen. 

Select two points to serve as the width and baseline of the splash back.

Rectangle

Draws a rectangle with speci�c dimensions.

To Use: Enter the width and height in the box at the bottom of the screen. Touch the screen for the

placement of the rectangle and select apply in the bottom of the screen. 

External Rectangle 

Draws a rectangle around the selected contour speci�c dimensions.

To Use: Select elements to draw automatically a box around it.

http://youtu.be/JLpBgUdQUCk
http://youtu.be/pnPChi_ML6U
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2. CT Editing

2.4 Importing cut outs and Reporting functions

Snapshot 

Import cut-out

Information PDF 

Import cut-out

Import a  PRL �le (Proliner �le) or DXF �le in your current measurement.

This function will be completely explained below in a dedicated paragraph.

Create a Sketch

Create a snapshot for the PDF worksheet.

To Use: Select the elements for the snapshot and press on the button. 

Enter the name of the snapshot in the pop-up and click ‘OK’ to create the sketch.

Information PDF

Access your PDF report.

Inside the PDF report menu you can access all created snapshots and add information to the �le and 

the worksheet it self. This function will be completely explained below in a dedicated paragraph.

http://youtu.be/69Fdj0GteHQ
http://youtu.be/lYweM5vMZok
http://youtu.be/EkWWriC_wQo
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2. CT Editing

Import cut out

2.5 Import cut out in six steps

Select import method Select cut out from the library

Import cut out from the library in six steps:

  1. Hold the cut out button to expand the menu and select one of these functions:

 Horizontal baseline – use a horizontal baseline to align a cut out.

 Centre line – use a centre line and a baseline to align a cut out.

  2. Select a cut out from the customizable library.

  3. Select the baseline accordingly to the chosen placement method (i.e. horizontal or centre line).

  4. Enter o�set from baseline (vertical position) and con�rm by clicking ‘continue’.

  5. Set the horizontal position by moving the cut out to the left or right, or centre the cut out by 

 selecting a point.

  6. Choose apply to �nish and add the cut out to the measurement. 

 

Insert cut out �le in six steps:

 Insert cut out – insert cut out �le from USB or Proliner memory (PRL or DXF).

  1. Select insert cut out function.

  2. Browse to and select the cut out �le from USB or Proliner memory.

  3. Select reference points for the cut out and con�rm by clicking ‘ok’.

  4. Select reference points in the measurement and con�rm by clicking ‘next’. 

 The cut out will be placed based on the match of both reference lines.

  5. Move and rotate the cut out by clicking ‘move’ or ‘rotate’ (CW clockwise, CCW counter clockwise).

  6. Choose apply to �nish and add the cut out to the measurement.
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Information

By pressing this button you access the report where you can add information and dimensions to create sketches 

and add information to the information templates to accompany the worksheet.  

Creating a report in 3 steps:

1. Select at least one created sketch in the Sketch List.

2. Check details, add information (project, measurement) and customer’s signature.

3. Preview the PDF report.

Sketch list

You can use the Sketch List to rename a piece and to preview and edit it.

In the Sketch List you can set the output for each sketch: 

- Export: to export the piece as a stand alone, CNC ready,  DXF �le.

- PDF : to create a designated page in the PDF report.

- Exploded view: to add the piece to the exploded view of the report.

3. CT Report

Sketch List
Displays all created sketches.

Exploded view

Shows an exploded view of all selected sketches.

You can move each piece around, arranging them as 

you like.  The exploded view will be exported as DXF 

and serves as an output containing all (arranged) 

sketches.

Browsing

There is more information to be added, before you can 

create and output the worksheets. Browse through the 

CT reporting functionalities by using the arrow on the 

side bar.

Sketch preview

Sketch 

Editing

Browsing

3.1 Sketch



Proliner CT Manual               Copyright - Prodim International - 2018              Page 12

Improved check

Proliners v4.1 with CT software have now an improved check when creating sketches.

The preview will show if open shapes are detected and if so, exactly where they are detected.

3. CT Report

3.1 Sketch (From Proliner v4.1 onwards)
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Move

You can move items around using 

the 4 directions arrow.

Increase/Decrease

Increase or decrease box size by pressing 

PLUS (+) or MINUS (-) signs. 

3.2 Editing a Sketch

Dimensions (for Sketch)  

Add dimensions (linear, horizontal, vertical, radius or angle) to the sketch.

Selection

Identify the item you want to delete, move or edit. 

The item will be boxed and highlighted in green. 

Freehand sketch

Draw freely on the sketch.  

Delete elements

Delete the selected element. 

Text �eld and text label

Select this function to add text to your sketch.

You can add text using a dragged text box or using prede�ned text labels.

3. CT Report

Go one step back or forward in your 

editing, multiple undo’s are possible.

http://youtu.be/EkWWriC_wQo
http://youtu.be/EkWWriC_wQo
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1. Open the PDF report by clicking the information button.

2. Hold the text button to expand the menu.

3. Select the text label function.

4. Click on a pro�le or cut-out to add a text label.

5. Click ‘Change text’ in the bottom of the screen to add di�erent text labels.

Text label

Adding text labels in PDF-reports for cut-outs and pro�les. 

Text labels can be added to cut-outs and pro�les to add extra information or instructions 

to the PDF report. This function is even more helpful for customers who don’t have a colour 

printer available. Text labels are de�ned using the Library module in Factory.

Text �eld

Select this function to add text to your sketch.

Drag a rectangle to create a Text Box. Type the text using the virtual keyboard.

PDF report 

3.3 Adding text �eld and labels

3. CT Report
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3. CT Report

INFORMATION 

Check details, add project and 

measurement information to the PDF 

worksheet and let the customer sign.

3.4 Information screen

Details

Reminder of all measurement information. 

Contains used cut outs, pro�les and choice of material.

Project

Project information is shown on the PDF worksheet. 

Add or edit the Project information, such as the order ID, 

customer’s name, address and Proliner operator.

Measurement

Measurement information is shown on the PDF worksheet. 

Add or edit the information about the Measurement, such as 

materials, parts and remarks.

Custom info

Adds a customizable information sheet to your report.

Add text boxes and blocks to create your own information sheet.

Signature

The Signature is shown on the PDF worksheet. 

This function allows you to add a disclaimer and customer’s 

name and signature. 

 

http://youtu.be/EkWWriC_wQo
http://youtu.be/EkWWriC_wQo
http://youtu.be/EkWWriC_wQo
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3. CT Report

PDF preview

Exploded view

Browse 

PDF pages

Measurement

information

Project 

information

Customer  
signature

3.5 PDF Preview screen

PDF preview 

Dedicated page per piece
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Appendix

New functionalities from Proliner 4.2 onwards

Dedicated output for GMM CNC machines

The transfer menu will show a new option which will generate sketches speci�cally for GMM CNC machines. 

Content 

The manual might discuss or show content that is not available for your acquired Proliner con�guration. The content of this 

manual may change without notice. Any submission regarding this content can be send to helpdesk@prodim-systems.com.

Proliner® is a registered brand name of Prodim International BV.

Seam function

With this function you can easily create a seam based on a few settings. 

To use: 

Click on              , then choose your seam type and pro�le to indicate the seam. 

Press OK.  Follow instructions on the Proliner. 

Choose in which direction you want to apply the o�set and set o�set distance.

Note: For some seam types only one direction is possible.

mailto:helpdesk%40prodim-systems.com?subject=USER%20MANUAL%204.X
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